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ORBBEC ASTRA 

HARDWARE SPECIFICATIONS

Depth Image Res. 
 
640 x 480 (VGA) 16 bit @ 30 FPS
320 x 240 (QVGA) 16 bit @ 30 
FPS
160 x 120 (QQVGA) 16 bit @ 
30 FPS

RGB Image Res. 1280 x 960 @ 10 FPS
640 x 480 @ 30 FPS
320 x 240 @ 30 FPS

FOV 73D x 60H x 49.5V 

Size 165mm x 30mm x 40mm 

Operation Range 0.4m to 8.0m Optimized Range 
0.4m to 6.0m 

Operating Temp. -10°C to 50°C

Data Interface 2 (Build-in) 

Microphones left, centre, right

Power Supply USB 2.0 

Power Consumption Full 1.85W|Standby 1.465W 

OS Android/Linux/Windows 7/8/10 

SDK Astra SDK or OpenNI 2 or 3rd 
Party SDK 

Middleware Astra Middleware or 3rd Party 
Middleware 

@ 1m ±1-3mm 

@ 2-3m ±12.7mm 

SOFTWARE

ACCURACY

ROS
C O M P O N E N T S

 C/ Ciudad de Barcelona, 3-A, 46988  P.I Fuente del Jarro, Paterna, Valencia (Spain)  Phone. +34 96 147 54 00  www.roscomponents.com 


